WEST END DATA CENTER

801-809 W 4th St, Winston-Salem NC
@ @ @ @ @ @ @ 2ND FLOOR - WHITE SPACE LAYOUT
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- Vera Rubin NVL72 rack, 600 x 1068 mm, <240 kW

GB300 NVL72 rack, 600 x 1068 mm, 132 kW nom.

/ ELECTRICAL GALLERY (415 V PDS / busway switchboards, A + B) ELECTRICAL GALLERY (exist. W2H) ELECTRICAL GALLERY (future)

23°-7"

GB300 rack — first installed (Phase I, liquid loop)
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; PDS-A PDS-B PDS-A PDS-B " PDS-A PDS-B PDS-A PDS-B PDS-A PDS-B PDS-A PDS-B PDS-A PDS-B

| PDS|14' 14" working clr. min (NEC 110.26) |

Future rack position (Phase IV, ~2030)
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NET — in-row leaf/scale-out switch rack
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[ ] Aircooled IT rack 600 x 1200 (network/storage)
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In-row CDU, liquid-to-liquid =1,800 kW (est. 1.2 x 1.2 m)
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DATA HALL 1 - VERA RUBIN NVL72
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Il 96 racks - 23.0 MW IT at 240 kW/rack I
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POD 2A - 32 x GB300 NVL72 POD 2B - 32 x GB300 NVL72 POD 1A - 32 x VERA RUBIN POD 1B - 32 x VERA RUBIN POD 1C - 32 x VERA RUBIN FUTURE POD - 32 positions FUTURE POD - 32 positons ~~\{wywt o001V b  }\ —f—7/———- Overhead busway A/B 415V per half-row
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DATA HALL 2 - GB300 NVL72
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I , Hot-aisle containment, doors each end
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18-10" END AISLE

[ TCS secondary manifolds (supply / return) in hot aisle

64 racks - 8.4 MW IT nominal (9.9 MW peak)
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I — = = Facility water (FWS) header, supply / return, overhead
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PDS — 415 V busway distribution switchboard (A or B)

Adiabatic (ultrasonic) humidifier, RO water

[—>—<_] CW CRAH/fan-wall, residual air load (=200 kW est.)
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------------ Overhead fibre backbone tray

| | ==  New partition (2-hr where separating electrical)
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HOUSE & MECH POWER (exist. PDU gallery)
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)

VISV

MDP

i

KEo)
E
©

CAPACITY (IT LOAD)
I I Area Racks IT load

I T FWS SUPPLY
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FWS RETURN
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Hall 1 - W2F - Vera Rubin 96 23.0 MW
Hall 2 - W2C - GB300 NVL72 64 8.4 MW

Network / storage - W2E 80 =1.2 MW
m% ! ! Floor capacity (all positions) 160 + 80 =32.6 MW
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240" CQLD AISLE

12-8"

Phase | - air-cooled (network) 80 =1.2 MW
Future Halls 3-5 (dashed) 192 +46 MW*
| * Phase IV: +90 MW raw from Duke Energy (~2030), =127 MW total
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48'-0' ROW(Bracks!h’iCE + 8 racks + 2 NET)
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DESIGN BASIS

: : ; ; I Every rack position is Vera Rubin-ready: 240 kW busway,
| CDU and TCS capacity. GB300 uses the same 600 x 1068 mm

NET NET NET NET
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t- 5'-oufwfned) MGX/Oberon footprint, so Hall 2 can convert in place.

18-10°

| 120" ROW PAIR | 2MB 2MA
100% liquid (est.), 4 x 110 kW power shelves.

l_im.,_ a | Spectra | l_mciﬂn_l_mclcn_l
| Fonel | Vanel | | _ranel | Fanel |
- N Pod = 32 racks (4 x NVL72 SU of 8) + 4 NET racks + 6

i i 5 5 i i GB300 NVL72: 132 kW nominal, ~155 kW peak; busway sized
’ ' | ' ' : ' ’ ’ ' C ' ‘ - | | for 192 kW/rack (HPE). ~85% liquid / ~15% air (est.).
ST RO e, | : Vera Rubin: up to 240 kWi/rack (Gigabyte OEM sheet),

in-row CDUs (N+1 at 240 kW/rack). Rows N-S between
column lines so every column sits in a 24 ft cold aisle.

FUTURE HALL 4 (W2L/G3) Power: 2N. PDS-A/ PDS-B per pod in the north gallery feed

:J L . . eight 415 V busways (A+B per half-row, ~3,000 A est.).

@ } ' L UPS on P1; MV gear and generators on P1, P2 and Annex.
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FUTURE HALL 5 (WZ A/B/Z) [ NETWORK - STORAGE - MGMT HALL (air-cooled, ~15 kW/rack) TURE PO - 52 postons UTURE POD - 52 postions Cooling: FWS. 30—40 °C supply (GB3'00) / .up to 45 °C (VR,
est.) to CDUs; TCS loop to rack manifolds; CW CRAHSs take

cRAH CRAH residual air via hot-aisle containment + ceiling return.
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24'-0"

8’—7”

@ %I l% - @ 77 - 6! '@‘ %l Humidity: 20-80% RH non-condensing; keep FWS/TCS supply

072

above room dew point. Leak detection under every pod,
- CDU and header; VESDA, pre-action sprinkler.
Clearances: 24 ft cold aisle (rack delivery, 4 ft min front
service), 5 ft hot aisle, 218 ft end aisles, 24 ft PDS
working space, 44 in min egress maintained.

FUTURE POD - 32 positions FUTURE POD - 32 positions
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Structure: racks =2.0-2.2 tons each (est.). Pod averages =
281-302 psf, =550 psf on VR rows; 2nd-floor slab and floor
must be verified by a structural engineer before fit-out.

I I 80 racks (600 x 1200) - spine / storage / mgmt - =1.2 MW I
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Base: existing 2nd floor CAD (walls, columns, doors, grids).

Existing CRAH markups, kW callouts, colours, tile grid

I@ % and equipment removed. Concept only — not for construction.
| Figures marked est. are planning assumptions to confirm

with NVIDIA / OEM data and the MEP engineer of record.
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GRAPHIC SCALE
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Issue: concept rev A - 2026-10-14 - Quarry Center

LIQUID-COOLING SUPPORT
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SPARE CDU / PUMP CART CCOOLANT STORE + SPILLKIT
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@ RACK STAGING - INTEGRATION - BURN-IN PDS-A PDS-B PDS-A PDS-B | |
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Man Trap

| TEST CDU ]
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E'_.— ‘ FUTURE ELECTRICAL GALLERY (W2G4)
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Integrated racks (=2.0-2.2 tons) arrive by freight elevator; 8 ft clear path to halls W)
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